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Instant Hot  Cold  Sparkling Filtered Water
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MUCH MORE THAN A MIXER

Sink Mixer with Instant Hot & Cool Filtered Water

SC60E
Instant Hot & Cool Filtered Water 

SC40E
Instant Hot Filtered Water

SC30E
Instant Hot Filtered Water

SC80
Instant Chilled Sparkling Filtered Water

SC20
Instant Chilled Filtered Water



 
 
•	 �Up to 60 cups/hour of filtered steaming hot water from 
your sink mixer, adjustable up to 98°C

•	�Unlimited cool filtered drinking water
•	�Standard hot/cold sink mixer functions
•	�Safety-lock function to protect your family
•	�High-clearance swivelling spout enables convenient 
filling of taller vessels

•	�LCD screen accurately indicates your water temperature 
•	�Easy-change  
High-Flow filters with 
easy-access  
shut-off valve

•	�High quality American 
filtration ensures great 
tasting water

SC52E

Enjoy instant filtered steaming hot and 
cool drinking water from this stylish  
full-sized sink mixer.

Instant Hot & Cool Filtered Water Sink Mixer with Instant Hot & Cool Filtered Water

MUCH MORE THAN A MIXER



 
 
•	 �Safety-lock function to protect your family
•	Stylish cool-touch dispenser
•	�High-clearance swivelling spout enables convenient filling 
of taller vessels

•	�Up to 60 cups/hour of steaming hot filtered water, 
adjustable up to 98°C

•	�Unlimited filtered cool drinking water 
•	 �LCD screen accurately indicates your water temperature 
•	�Easy-change filters with 
automated shut-off valve

•	�Top-mounted dispenser is 
easier to install

•	 �High quality American 
filtration ensures great 
tasting water

SC60E

Water supply 
from filter 

 

Enjoy instant filtered steaming hot & cool 
drinking water from a stylish dispenser 
mounted over your sink.

Instant Hot & Cool Filtered Water 



 
 
•	 �Safety-lock function to protect your family
•	Stylish cool-touch dispenser
•	�High-clearance swivelling spout enables convenient 
filling of taller vessels

•	�Up to 60 cups/hour of steaming hot filtered water, 
adjustable up to 98°C

•	�LCD screen accurately indicates your water temperature 
•	�Easy-change filters with automated shut-off valve
•	�Top-mounted dispenser  
is easier to install

•	 �High quality American 
filtration ensures great 
tasting water

SC40E

Water supply 
from filter 

 

Enjoy instant filtered steaming hot
drinking water from a stylish dispenser 
mounted over your sink.

Instant Hot Filtered Water



SC30E

 
 
•	 �Safety-lock function to protect your family
•	Stylish cool-touch dispenser
•	�High-clearance swivelling spout enables convenient 
filling of taller vessels

•	�Up to 60 cups/hour of steaming hot filtered water, 
adjustable up to 98°C

•	�LCD screen accurately indicates your water temperature 
•	�Easy-change filters with automated shut-off valve
•	�Top-mounted dispenser  
is easier to install

•	 �High quality American 
filtration ensures great 
tasting water

Water supply 
from filter 

 

Enjoy instant filtered steaming hot 
drinking water from a stylish dispenser 
mounted over your sink.

Instant Hot Filtered WaterInstant Hot Filtered Water



 
 
•	 �Ideal for home bars, cafes, and offices
•	�High-clearance swivelling spout enables convenient 
filling of taller vessels

•	�Easy-change filters with automated shut-off valve
•	�Top-mounted dispenser is easier to install
•	 �High quality American filtration ensures great  
tasting water

SC20

Enjoy instant filtered chilled 
drinking water from a stylish 
dispenser mounted over your sink.

Instant Hot Filtered Water Instant Chilled Filtered Water

 

 
*Not included in kit and to be installed by an appropriate tradesman. 

 
 
 
 
 

Ventilation requirements 

125mm air gap around all sides of unit for air	
circulation. (Cupboard must be ventilated) 

Tap Requirements 

12mm	hole	in	benchtop	for	tap	mounting	shaft	and	
50mm of solid flat substrate beneath for tap to clamp to.	
Both	top	and	bottom	mounting	surfaces	must	be	flat	
and smooth. 

 
 
 
 

265mm 
 
 
 
 
 
 

135mm 
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Specifications 

Minimum required cupboard size	
Width 660mm x Depth 460mm x	
Height 700mm 

Tap 

Sink * 
Drain connection 

Air OUT vent in door * 

Drinkable	
cold	water	
supply	* 

Trap* 

PLV Filter 

10A 
Power	
supply * 

1/4” tubing 
and fittings PRV 

Chiller 

Water	connection	
stop	tap	(copper 
pipe	only) 

Air	IN	vent * 

Model SC20 

Dimensions 
410	x	210	x	290 
(mm) 

Weight 12kg 

Power	con- 
sumption 

120W 

Temp	control AUTO	(pre-set) 
 
Tap 

Chrome:	lead	
Free	all	metal 

Filter 5M 1-2	year	life 

Tank 
1.8L	(stainless	
steel) 

Capacity 6	LPH	(100C) 

Supply	water	
temperature 

 
4 - 380C 

Water	pressure 140	- 400	kPa 

Current 0.8A 

Voltage 
220-240V	(50 
Hz) 

Refrigerant R-134a,	(48g) 

Climatic	class N 

IP	number IPX1 
 



 
 
•	 �Ideal for home bars, cafes, and offices
•	�Adjustable carbonation level
•	�High-clearance swivelling spout enables convenient 
filling of taller vessels

•	�Easy-change filters with automated shut-off valve
•	�Top-mounted dispenser is easier to install
•	 �High quality American filtration ensures great  
tasting water

SC80
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OFF 

NOTE: make sure tubes are cut to 
the right length to provide continuous 

fall but aren’t under strain. 

Right length  Too long Too short 

Position gas bottle and trim tube to 
length. 

Fit other end of tube to CO2 IN on the 
Chiller. 

Plug in 3 pin plug to power supply. 
 

Do not turn on yet! 

Tube length check 

15 

16 

17 

 

11 

Venting requirements 

  

Cabinet must have an air inlet vent at the bottom and outlet vent 
no more than 200mm from the top 

There must be a 100mm air space on 
both sides of the under bench chiller 

The front of the unit must have 
at least 100mm of air space  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The back of the unit needs 
100mm of clearance for tubing.  

The amount of air space around the unit apply for both passive and fan forced ventilation 
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Top vent must be a minimum size of  
220mm x 90mm and no more than 

200mm from top of door 

Vent 

Vent must have a minimum of 
60mm of air space behind 

door for air flow out of cabinet 

Bottom cut out of the cabinet 
must be at least 200mm x 

40mm 

The measurements given are the minimum sizes required to provide sufficient air flow to cool the compressor, any 
less air flow and the units capacity will be effected.  

 
 
 

If there is not enough room to place the right size vents or  
the cabinet temp is reaching over 27oC  

the cabinet will need to be vented using a fan forced system to provide enough air flow. 

WARNING 

Venting requirements 
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The back of the unit should look like this. 

Check all fittings are in correctly and            
position chiller in cabinet. 

NOTE: top of internal ice bank is not sealed 
take care when moving unit and dry up any 

spilled water. 

The tubes coming from the tap attach to the 
soda out (white) and water out (blue) trim to 
length.  

Max distance from tap to chiller is 700mm.  

Measure distance and trim tubes 100mm 
longer  

Attach CO2 regulator to CO2 bottle and 
screw up by hand until sealed. 

 
Note: if gas starts coming out of regulator 

once bottle is sealed turn knob anticlockwise 

Fit 6mm black tube to fitting on CO2 regulator 

12 

13 

14 

Model SC80 Specification Sheet
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Schwan Dispenser  

PRV 

Cold water inlet with 
15mm Stop tap  

Supplied and Fitted 
by plumber 

Filter 
system 

10 amp plug in 
power supply 

SC80 chiller 
unit 

Power cord 

Drained safe tray 

CO2 bottle 

Cool air inlet in bottom 
of  cabinet 

Warm air outlet vent 
in door of cabinet  

CO2 regulator 

CO2 black 6mm  tube 

Chilled water to tap 
blue 1/4” tube 

Soda water to tap 
white 1/4” tube 

cold water supply to 
chiller blue 1/4” tube 

Typical installation layout 

In situations where any water leakage could result in damage to property, the 
complete Schwan installation should be installed over a Drained Safe Tray, 

plumbed to an appropriate drainage connection. 

WARNING 

NOTE 

 Allow a minimum of 100mm air space around the sides, 
back and the front of the chiller.   

 Cabinet must be vented to provide air flow, see venting 
diagram on next page.  

 The filter system and CO2 bottle must be easily accessible 
for routine maintenance and changing.  

 The filter must be less than 600mm from the chiller inlet.  

 Use no more than 800mm of 1/4” water supply tube from 
stop tap to chiller inlet.  

 Tap base must be within 700mm of chiller outlet 
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Initial setup  

Venting 
Requirements

Enjoy instant filtered chilled and 
sparkling drinking water from the 
same stylish tap.

Instant Chilled Sparkling Filtered Water



COMPACT AND SIMPLE TO 
INSTALL WITH A 2-YEAR 
RESIDENTIAL WARRANTY

INSTALLATION REQUIREMENTS

Water Supply: Your Schwan appliance must be connected 
to a standard 15mm male cold water supply with an 
isolating valve.

Electrical: A standard 10 amp, 3-pin power point is required 
in the cupboard.

Dispenser Mounting: The top-mounted dispenser is easily 
installed through a standard 35mm hole.

Drip Tray: As your Schwan appliance is always full 
of water, we recommend a drained drip tray be used 
in those applications where any leakage could cause 
property damage.    

Warranty: Two-year repair or replacement warranty for 
residential installations. One-year repair or replacement 
warranty for commercial installations (maximum 6 staff).

Certifications: Schwan hot drinking water appliances have 
been laboratory tested and certified to comply with AS/NZS 
60335.1 and AS/NZS 60335.2.15 standards.

NOTE: This is a hot and cold drinking water system, and is not 
intended for use as a sink mixer tap, apart from the Versatap.

200mm

Schwan Boiler

Schwan Filter

Power Outlet

Water Supply
Isolating valve 

installed by 
plumber

300mm

300 - 600mm

290mm
225mm

2.4L capacity

Depth of Boiler 230mm

Model shown:  
SC60E

Instant Chilled Sparkling Filtered Water



ALL YOUR DRINKING 
WATER NEEDS – ON TAP

No more drinking chlorine. Reduce the 
chemical taste in your water. Your high-quality 
Schwan filtration system is manufactured 
in the USA for Schwan for the reduction of 
sediment, chlorine, taste and odour. It also 
includes a phosphate scale inhibitor to reduce 
the build-up of lime-scale, thus increasing the 
life of your Schwan appliance.

Easy to change – simply twist and drop.

Guaranteed safe, great tasting drinking water, 
at the touch of a lever.

Never wait for a kettle to boil again. In fact, throw your kettle 
away. Forget about buying bottled water. Schwan brings a 
new era of convenience and efficiency into your home with 
their range of instant steaming hot, or chilled sparkling, filtered 
drinking water systems.

From our premium integrated Versatap Sink Mixer which thinks 
it’s your kettle too; to our filtered boiling taps; to our chilled 
sparkling systems – Schwan has a model to suit your lifestyle.

More uses than you can imagine.

EXCLUSIVE WORLD-CLASS 
FILTRATION FOR GREAT 
TASTING WATER



DRINKING WATER 
SYSTEMS
For a great taste at your fingertips 
– instant steaming-hot, cool, chilled 
and sparkling filtered drinking water 
options at the touch of a lever.

The ultimate convenience in 
your kitchen.

www.merquip.co.nz

Innovative Drinking Water Systems

ALL YOUR DRINKING 
WATER NEEDS – ON TAP

As Schwan has a policy of continual improvement, all details are subject to
change without notice. © 2018 Schwan NZ


