
Elkay® EZH2O® Auto-Sensor Surface Mount 
Bottle filling station 

Product code: EZWSSM   



Product features
•	One anti-microbial bottle refill 

nozzle
•	Sanitary hands-free auto-

sensor activation 
•	Quick fill rate

•	Wheelchair-accessible design 
•	Drainage system to prevent 

stagnant water build up 
	•
	
Up to five year warranty* 

The Elkay EZH2O® Auto-Sensor surface-mounted bottle refill station is distinguished by its compact, 
space-saving design that can be activated hands-free. 

The unit quickly delivers fresh drinking water through an anti-microbial bottle refill nozzle whilst enhancing 
sustainability by reducing the user’s dependency on disposable plastic bottles. The sanitary hands-free 
activation sensor has a 20 second shut off time, while the Green Ticker counts the number of bottles saved 
from waste. 

   

Technical Details 

Material & Finish Stainless steel

Power 230V/50-60Hz

Mounting option Wall-mounted (on wall)

Chilling option Non-refrigerated  
 
(Refrigerated option on request)

Filter option 5 micron Filter 

Dimensions L: 45.6cm 

W: 208cm 

H: 64.6cm

Approx. Shipping weight 15 kgs
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EZWSSM-1A, EZWSSMJO-2A, LZWSSM-1A,  LZWSSMJO-2A
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LEGEND:
  A = RECOMMENDED WATER SUPPLY LOCATION ; 1/2" IPS MAXIMUM PIPE SIZE.  SERVICE STOP  VALVE NOT FURNISHED.
  B = RECOMMENDED LOCATION FOR WASTE OUTLET 1-1/4" O.D. MAXIMUM PIPE SIZE.
  C = ELECTRICAL OUTLET, THREE (3) CONDUCTOR GROUNDED. LOCATE WITHIN SAFE REACH OF POWER CORD.
  D = 7/16" X 3/4" OBROUND MOUNTING HOLES FOR FASTENING BACKPLATE TO WALL.

Fig. 2

58 Walls Road, Penrose, Auckland, 1061 W www.merquip.co.nz E sales@merquip.co.nz P 0800 636 0 636

*A full 5-year warranty on the compressor and 
hermetically

 
sealed

 
refrigeration

 
systems,

 
and

 

24-month

 

parts

 

and

 

labour

 

warranty

 

on

 

all

 

other

 

components




